


Reinforced Sidewall 
& Shoulder Protection 

Resists casing damage 
for improved durability 
and retreadability.

Optimized Tread Angles 

Helps prevent stones and job site debris 
from becoming trapped within the tread, 
enhancing durability and retreadability.

Cap/Base Compounding 

Delivers long wear life while providing 
resistance to cuts, chips, tearing and 
irregular wear.

Warranty information is available at bridgestonetrucktires.com or from your Bridgestone representative, dealer or truck stop.

L315TM Innovations

Prove it to yourself. Run the only test that really matters: Try the L315 on your trucks, 
on your routes and with your drivers — in short, in your world. See for yourself how the L315
can cut your cost per mile. Call your Bridgestone representative today!
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Bridgestone Casings & Bandag Retreads: State-of-the-Art Smart. Pairing your Bridgestone casing with a Bandag 
retread extends the life of your tires and keeps your money where it belongs — with you. With specialized tread patterns that 
stand up to your operation’s demands, plus cutting-edge compounds that resist wear and tear, Bandag retreads perform like 
new tires at a fraction of the cost. To get all the facts, scan the code or visit retreadinstead.com.

Optimized Casing 
Construction 

Helps control casing 
growth, providing a 
better footprint for long 
wear life and improved 
irregular wear resistance, 
casing durability and 
retreadability.

     Meas. Overall Overall Overall Static  Tread                           MAX TIRE LOAD  Max
 Tire Load Material Weight Rim Diameter Width Width Loaded Loaded Radius Revolutions Depth Single Dual  Speed
 Sizes Range Number (Lbs/kg) (in.) (in./mm) (in./mm) (in./mm) (in./mm) per Mile/km (32"/mm) Lbs@PSI/kg@kPa Lbs@PSI/kg@kPa (mph/kph)

 445/65R22.5 L 199-986 222 13.00 46.4 17.9 19.7 21.4 448 30 12300@120 — 65
 metric   100  1179 455 500 544 278 24 5600@830 — 104
 425/65R22.5 L 241-371 211 12.25 45.3 16.2 17.8 21.1 445 30 11400@120 — 65
 metric   96  1151 412 452 536 277 24 5150@830 — 104
 385/65R22.5 J 241-354 196 11.75 43.4 15.5 17.1 20.3 465 30 9370@120 — 65
 metric   89  1102 394 434 516 289 24 4250@830 — 104
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