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Tires Used in AeriAl lifT ApplicATions

BAsic Tire loAd rATings for Tire selecTions

tire 
Size

load liMitS (lBS) at VarioUS Cold inflation PreSSUreS (PSi)

Speed 70 75 80 85 90 95 100

355/70d17.5 nHS (14-17.5 nHS)

static 9900(10) 10200 10700 11000(12) 11700 12000 12300(14)

5 mph (10 km/h) 6950(10) 7400 7600 7850(12) 8250 8550 8800(14)

10 mph (15 km/h) 6000(10) 6400 6600 6800(12) 7150 7400 7600(14)

20 mph (30 km/h) 5680(10) 5840 6150 6400(12) 6600 6950 7150(14)

25 mph (40 km/h) 5360(10) 5680 6000 6150(12) 6400 6600 6800(14)

30 mph (50 km/h) 5200(10) 5520 5680 6000(12) 6150 6400 6600(14)

385/65d19.5 nHS (15-19.5 nHS)

static 11400(12) 12000 12800 13200(14) 13600 14300 14800(16)

5 mph (10 km/h) 8800(12) 9350 9650 10200(14) 10500 11000 1140016)

10 mph (15 km/h) 7600(12) 8050 8250 8800(14) 9100 9350 9650(16)

20 mph (30 km/h) 7150(12) 7600 7850 8250(14) 8550 8800 9100(16)

25 mph (40 km/h) 6950(12) 7150 7600 7850(14) 8250 8550 8800(16)

30 mph (50 km/h) 6800(12) 6950 7400 7600(14) 8050 8250 8550(16)

385/65d22.5 nHS (15-22.5 nHS)

static 12800(12) 13200 13900 14300(14) 14800 15700 16100(16)

5 mph (10 km/h) 9650(12) 10200 10700 11000(14) 11400 12000 12300(16)

10 mph (15 km/h) 8550(12) 8800 9100 9650(14) 9900 10200 10700(16)

20 mph (30 km/h) 7850(12) 8250 8550 9100(14) 9350 9650 9900(16)

25 mph (40 km/h) 7600(12) 7850 8250 8550(14) 9100 9350 9650(16)

30 mph (50 km/h) 7400(12) 7600 8050 8250(14) 8800 9100 9350(16)

445/65d22.5 nHS (18-22.5 nHS)

static 16500 17100 17600 18700(16) 19300 19800 20900(18)

5 mph (10 km/h) 12800 13200 13600 14300(16) 14800 15200 16100(18)

10 mph (15 km/h) 10700 11400 11700 12300(16) 12800 13200 13600(18)

20 mph (30 km/h) 10200 10700 11000 11400(16) 12000 12300 12800(18)

25 mph (40 km/h) 9650 10200 10700 11000(16) 11400 12000 12300(18)

30 mph (50 km/h) 9350 9900 10500 10700(16) 11400 11700 12000(18)

noteS:
1. for 265/70d16.5 nHs (10-16.5 nHs) and 305/70d16.5 nHs (12-16.5 nHs) sizes used iin aerial lift applications, see Table s skid-steer/Mini-loader Table for loads  
 and inflation pressures.
2.  figures in parentheses denote ply rating for which boldface loads and inflations are maximum.
3.  Tires for aerial lift applications feature a stronger bead construction for the higher inflation pressure required.
4.  for 14-17.5 nHs and 15-19.5 nHs super Traction duplex tires used in aerial lift applications, see Table s skid-steer/Mini-loader Table for loads and inflation pressures.
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