
T819 FEATURES & BENEFITS

T819 ON-/OFF-HIGHWAY
All-Position Radial

LONG LASTING & DURABLE

Developed for a wide variety of demanding applications, 

the Firestone T819 offers the durability necessary for 

construction, aggregate hauling, logging, oil fi eld use 

and off-road trailers. A tough tread compound provides 

resistance to the cutting and chipping hazards of off-

highway use, while delivering excellent wear on highways.

 Couple that with casing-saving features, particularly the 

tough four-rib design with tapered groove walls 

to combat stone retention, along with the four 

steel belts, and you have a tire with outstanding

 durability for dependable retreadability.
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AGGRESSIVE SHOULDER RIB NOTCHES  
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
help improve wet traction by providing biting edges and aid in the 
evacuation of water from the shoulder area

MULTIPLE GRIPPING EDGES  
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
provide biting edges that help promote wet traction

SOLID SHOULDER DESIGN  
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
combats tread squirm for long tread life

WIDE TREAD DESIGN  
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
for excellent fl otation and even tire wear
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 Warranty and additional technical information is available at FirestoneTruckTires.com, or from your dealer or truck stop.

DRIVE A FIRESTONET819 Features & Benefits

FOUR-RIB DESIGN WITH 
SPECIAL GROOVE SHAPE   

tapered grooves combat stone retention 
for long mileage and retreadability

SPECIAL TREAD COMPOUNDS  

help resist cuts, chips, tears and 
impacts for long original tread life

FOUR STEEL BELTS  

help casing durability 
and enhance retreadability 
by combating casing 
penetration

CAP/BASE 
COMPOUNDING 

combines a slow-wearing 
cap compound with a 
cool-running base that 
helps protect the casing 
from damaging heat to 
enhance retreadability
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TO LEARN MORE, VISIT FIRESTONETRUCKTIRES.COM

Driven by innovation for more than 100 years, Firestone has a tire that’s right for you 
and your business. See why we like to say that those with passion, those with ambition 
and those with drive ... Drive a Firestone.

T819 
Tire Size

Load  
Range

Article  
Number

Weight  
(lbs/kg)

Meas.  
Rim

Overall 
Diam.  

(in/mm)

Overall  
Width  

(in/mm)

Overall  
Width (Loaded) 

(in/mm)

Static  
Loaded Radius 

(in/mm)

Revs 
(per mile/

km) 

Tread  
Depth  

(32"/mm)

Max. Load Capacity 
(lbs/kg)

Infl.  
Pressure 
(PSI/kPa)

Max Speed 
(mph/kph)Single Dual

11R22.5
metric H 294535 125

57
8.25

--
41.6
1057

10.7
272

11.7
297

19.4
493

499
310

20
16

6610
3000

6005
2725

120
830

65
105

12R22.5
metric H 157341 139

63
9
--

42.7
1085

11.6
295

12.6
320

19.8
503

487
303

20
16

7390
3350

6780
3075

120
830

65
105

11R24.5
metric H 294543 131

59
8.25

--
43.6
1107

10.7
272

11.7
297

20.4
518

476
296

20
16

7160
3250

6610
3000

120
830

65
105

12R24.5
metric H 157368 148

67
9
--

44.7
1135

11.3
287

12.3
312

20.8
528

465
289

20
16

7830
3550

7160
3250

120
830

65
105

315/80R22.5
metric L 157147 148

67
9
--

42.7
1085

12.1
307

13.1
333

19.7
500

487
303

20
16

9090
4125

8270
3750

130
900

55
88


