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Tires For UTiliTy Vehicles and lawn and Garden TracTors

basic Tire load raTinGs For Tire selecTion
MaXiMUM SPEEd 10 MPH (15 KM/H)

tirE 
SizE

inflation tirE load liMitS at VarioUS Cold inflation PrESSUrES

psi 8 10 12 14 16 18 20 22 24

kPa 55 70 80 100 110 120 140 150 170

20x8.00-10 nHS
lbs 470 535 595(2) 655 705 755 805 850 895(4)

kg 210 245 270(2) 300 320 340 370 390 410(4)

21x8.00-10 nHS
lbs 510 585 650(2) 710 770 825 875 925 975(4)

kg 230 265 295(2) 320 350 375 395 420 440(4)

23x8.50-12 nHS
lbs 620 705(2) 785 860 930 995 1060 1120(4)

kg 280 320(2) 355 390 420 450 480 510(4)

24x8.50-14 nHS
lbs 1080 (4)

kg 490 (4)

25x8.50-14 nHS
lbs 730 830(2) 925 1010 1100 1170 1250 1320(4) 1640(6)@32 psi

kg 330 375(2) 420 460 495 535 565 600(4) 745(6)@220 kPa

23x10.50-12 nHS
lbs 785 890(2) 990 1085 1175 1260 1340(4)

kg 355 405(2) 450 490 535 570 610(4)

26x12.00-12 nHS
lbs 1040 1185(2) 1320 1445 1560 1670 1780(4) 2745(8)@42 psi

kg 470 540(2) 600 660 710 760 810(4) 1250(8)@290 kPa

notES:
1. Figures in parentheses denote ply rating for which boldface loads and inflations are maximum.
2. For 30 mph (50 km/h) service for tires with rim diameter codes of 10 and larger, the loads must be reduced by 20% at the same inflation pressure.
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