

## SPECIALIZED FEATURES

1 EXTRA-DEEP TREAD
Helps resist cuts and impacts
2 STONE REJECTORS
Expels stones trapped between the lugs and prevent tire penetration
3 EXTRA-HEAVY-DUTY CASING DESIGN
$1^{*}$ and $2^{*}$ radial

| CATEGORY | SIZE | PLY/STAR RATING | COMPOUND/ CONSTRUCTION | TRA | ARTICLE \# | AVG. WT. ${ }^{\text { }}$ <br> [LBS / KG] | OTD ${ }^{\circ}$ <br> [32" / MM] | OVERALL DIAMETER ${ }^{\text {® }}$ [IN / MM] | OVERALL WIDTH ${ }^{\text { }}$ [IN / MM] |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| $\begin{aligned} & \text { SMALL } \\ & \text { TUBELESS } \end{aligned}$ | 23.5R25 | 1* | D2A | L-5 | 423548 | 1,135 | 100 | 65.4 | 24.4 |
|  | 23.5R25 | 2* | D2A | L-5 | 427407 | 1,108 | 100 | 65.4 | 24.4 |
|  | 26.5R25 | 1* | D2A | L-5 | 423955 | 1,494 | 111 | 69.9 | 27.4 |
| LARGETUBELESS | 29.5R25 | 1* | D2A | L-5 | 427390 | 1,940 | 121 | 74.9 | 30.7 |
|  | 29.5R25 | 2* | D2A | L-5 | 424145 | 1,902 | 121 | 74.9 | 30.7 |
|  | 29.5R29 | 1* | D2A | L-5 | 424412 | 1,956 | 121 | 78.3 | 30.7 |
|  | 29.5R29 | 2* | D2A | L-5 | 424420 | 1,956 | 121 | 78.3 | 30.7 |
|  | 35/65R33 | 1* | D2A | L-5 | 424234 | 2,747 | 121 | 81.7 | 35.0 |
|  | 35/65R33 | 2* | D2A | L-5 | 002111 | 2,747 | 121 | 81.7 | 35.0 |

${ }^{\square}$ Actual specifications may vary depending on the tire produced. Off-road tire limited warranty information is available from your Bridgestone representative or dealer.

